
P R O D U C T  C ATA L O G U E

Inline Deflagration Flame 
Arrester
EC TYPE TESTED & EAC CERTIFIED — IN-LINE CONFIGURATION

Installed within process or vapour piping to stop deflagration-type flame 
propagation between interconnected equipment.

www.preconvalves.in Engineering tank safety since 1975
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Overview

The PRECON® Inline Deflagration Flame Arrester is installed within process or vapour piping to stop 

deflagration-type flame propagation between interconnected equipment and piping systems, while 

allowing continuous vapour flow during normal operation.

PRECON® became the first Indian manufacturer to achieve EC Type Examination Certification for 

Flame Arresters. The product range is also EAC certified for applicable Eurasian markets.

How It Operates

At the heart of every PRECON® Flame Arrester is a precisely engineered corrugated wound matrix 

flame arresting element, manufactured by winding corrugated and flat metallic strips together to create 

a dense matrix of narrow, uniform flow passages.

During normal operation, process gases and vapours pass through these channels with controlled 

pressure drop. If a flame front enters the arrester, the narrow passages and large metallic surface area 

rapidly absorb and dissipate heat from the flame, preventing it from propagating through to the 

protected side.
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Key Features
Available in In-Line configuration for continuous process and vapour piping

EC Type Examination Certified — first Indian manufacturer

EAC Certified for Eurasian Economic Union markets

Engineered flame arresting element for reliable flame quenching

Low pressure drop across the arresting element

Available for different gas groups and operating conditions

Multiple materials of construction and connection options

Designed for inspection, maintenance and element servicing

Typical Applications

Atmospheric and low-pressure storage tank 
vents

Process vent lines

Vapour recovery systems

Flare and vent header systems

Loading and unloading facilities

Marine vapour transfer systems

Chemical and petrochemical process lines

Refinery and hydrocarbon storage installations

Third-Party Certification

Our certified product range reflects third-party testing and validation in accordance with applicable 

international flame arrester requirements.
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EC Type Examination EAC Certificate



W H Y  P R E C O N

Built for the demands of the
global process industry.

Since 1975
Five decades engineering tank safety 
equipment

400+ Customers
Served across India and international 
markets

ISO Certified
9001 · 14001 · 45001 quality & safety 
systems

C E R T I F I C AT I O N S

ISO 9001 ISO 14001 ISO 45001

G E T  I N  TO U C H

Head Office
823 GIDC Industrial Estate, Makarpura, Vadodara 390 
010, Gujarat, India

Phone
+91-265-2643838   ·   +91-265-2645725   ·   
+91-9426324251   ·   +91-9099173550

Email
info@preconvalves.com

www.preconvalves.in

PRECON® is a registered trademark. Specifications are subject to change without prior notice — confirm exact ratings and dimensions at time of 
order.


